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A high performance glider is defined as a glider v-lhich has
been designed to carry the pilot in a minimum of time a given
distance, taking into account conditions which ar.e as con-
veniently as possible. The pre'sent investigation has the
objective to show approaches for enhancing the cross-country
fli.ght cruising speed, giving attention to the difficulties
which the design engineer will have to overcome. The charac.;.
teristics of the cross-country flight and their relation to th
cruising speed are discussed, and a description is provided
of mathematical expressions concerning the cruising speed; the
sinking speed and the optimum gliding speed. The effect of
aspect ratio and wing loading on the cruising speed is illus-

- strated with the aid of a graph. Trends in glider development
are explor~d, taking into consideration the design of laminar
profiles, the reduction of profile-related drag by plain flaps
and the variation of wing loading during the flight.
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DESIGN OF HIGH-PERFORMANCE GLIDERS

Burkhard Mueller / Volker Heuermann
Akademische Fliegergruppe Braunscl.weig

(Academic Flying Group Brunswick)

1. INTRODUCTION

The topic of this lecture is: "Design of high-performance
gliders". For a better understanding I would first like to explain
in more detail the term "high-performance glider", which is designed
to carry the pilot 'as "conveniently as possible" in a minimum of
time a given distance. Here the distance to be covered can be
selected by oneself, specified by existing records or by the people
directing a contest.

The object of this presentation is to show you how the cross­
country cruise speed can be increased and what difficulties arise
for the design engineer.

20 CROSS-COUNTRY FLIGHT AND CRUISE SPEED

The glide flight is a permanent consequence of ascending flights
in upwind and the gliding flights following them (figure 1)0 For
a partial distance L the time t st is required for the ascending
flight and the time t gl for the gliding flight, and thus the
cruise speed VR is

L

~~ Numbers in margin indicate pagination of original foreign text.
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If during upwin~,altitude is gained by circling with an
ascending speed wst and if wgI is the sinking speed and vgl the
flight speed during glide, one can also write for the cruise speed

I + wgI
wst

Here the climbing speed wst is the difference between upwind
speed wa and sinking speed wsK in circling flight.

Wst ::: wa - wsK

A cruise speed as high as possible is achieved if
the ascending speed wst is large, or if the sinking speed in
circling flight wsK is small.
the sinking speed in gliding flight wgl is small, i.e., :if OWti­

weight sinking and air mass sinking are small 0

- the gliding flight speed VgI is large.

In the following it will be shown how the quantities Wst' wg1 '
and VgI depend on the design quantities of the glider. A. consider~

ation of the meteorological conditions is alElo required particu18.r.ly
in the determination of the ascending speed. To simplify the
calculations it is assumed that the air mass is qujescent during
the gliding flight and that the pilot is always in a position to
fly optimally.

•
It was already mentioned that the glider gains altitude by

circling in upwind whereby a low sinking speed or large ascending
speed increases the cruise speed. The sinking speed in circling
flight can be calculated from



Thus the sinking speed is the lower the
lower the area loading GiS
the greater the circling radius R
the smaller the ascending factor cw/cAJ/2

For giv~n combinations of area loading and circling drag
polar's the sinking speeds in circling flights can be plotted
against the circle radius. Figure 2 shows the typical curve
of sinking speed versus circle radius for different banking

positions.

In order to be able to make any statements concerning the
ascending speed, it is naturally necessary to know in addition the
upwind speeds as a function of circle radius. Each one of you,
who is a gIlder flyer himself, knows from his own experience tb,at
no upwind is identical to the other; there are strong, weak,
"round", and "torn" thermals. However, for the design; of a glidc)}:'
it is sufficient to use a few basic types of the upwind distribution

for the calculation~which allow one to recognize the influence
of individual parameters and to makEl a comparison between different
gliders.

The model upwind distributions presented by Carmichael have

already been known since the 50·s. However, recalculations have
r:lhown that thonn clir:ltrilmt:1.ons - at lennt 1'01' tho central European
conditions - do not apply. Therefore Horstmann recommended a few
years ago new distributions [lJ which conform better to the European
conditions. Figure J shows the comparison of the model upwind
distribution by Car~chael and Horstmann; one can recognize the
distinctly lower horizontal upwind gradients in the Horstmann
distribution.

The ascending speed is obtained from the difference ,of upwind
~ speed and sinking speed (figure 4). For each thermal type there

thus results an optimum circle radius for the maximum ascending
Irpood. tJlltt) p;ron:l;or tho upwlYl(l p;l'lI.d;i.nnL, tho nnrrowor tho opt:l.mum
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circling radius. Figure 5 shows the influence of area loading and

aspect ratio on the ascending speed for different upwind gradients.

However, it is now not the ascending speed, but the cruise speed
which is to be maximized. It is therefore necessary to consider

now the gliding flight phase:

To achieve a cruise speed as high as possible) the time span L!±~I

from leaving an upwind at an altitude HO up to the regaining of
the altitude HO must be a minimum. Figure 6 shows the effect of
various glide speeds on the cruise speed:

upwind at a higher altitude and

than A. While A and B must
has already again reached the

reaches the

and earlier
circling, C

Three identical gliders fly simultaneously at an altitude HO
toward an upwind.
A flies with the best gliding speed. It is the last to reach the
upwind, but at the highest possible altitude.

B flies just fast enough to still reach the upwind. If A reaches
the upwi:nd at an altitude HA, B has already reached the altitude
HB by circling.
C flies optimally: It

later than B and lower
still gain altitude by
starting altitude HOo

Thus there is an optimum glide speed. It depends on s0)veral

influence parameters:

Thus the average cruise speed is the greater, the
greater the area loading
greater the glj~ding number
greater the flight altitude
greater the ascending speed during circling flight i.n upwind.

\.
The pilot is now in a position to fly the opti.mum gliding speed:

With the aid of the so-called McCready rings the gliding speed



can be determined as a function of expected ascending speed and
actual air mass movement, and the flight speed can be set by
appropriate elevator settings.

From the different requirements for ascending- and glide flights
there resul~ in part contradictory requirements for the individual ~!

design parameters:

the area loading must be large for glide flights and small

for ascending flights

for low (glide flight) and high lift coefficients (ascending
flight) the profiles must exhibit low drag
the lift distribution should be elliptical for glide- and
ascending flights, that is for distinctly different lift
coefficients.

In figure 7 one can see the effect of wing aspect ratio and
area loading on the cruise speed. One can recognize that for each
thermal type there is an optimum area loading. Since, as already
mentioned, there are different meteorological conditions, the area
loading should be able to be adapted to the requirements. This
is done in practice by taking along water ballast Which, however,
does not remove all problems:

one must decide before the flight whether to take along ballast
or not
Although the ballast can be thrown overboard if the conditions
get worse, one must then continue to fly with the wrong
area loading if' the conditions can get better •

•Two items are not contained in this theoretical treatment and
must be included into the design separately:

To fly through upwind-free regions (e.g. very high upwind drags)
the glider should have the best possible high lift-dra~ ratio
As a result of shielding etc. only very weak upwinds can develop
for longer periods of time, which no longer make possible any
n.flcond:i,ng. In order to bo able to rnma:i.n in the air :tn (:1Uch

I'.>
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a case for as long as possible - the conditions could again
improve and make possible a continuation of the flight - a
minimum sinking speed as low as possible is required.

These discussions should serve to demonstrate to you the basic ~I

requirement~made of a glider.

Through an analysis of the glider development till now it
becomes possible for the design engineer to recognize meaningful
trends for the improvement of the gliders, i.e., in the final
analysis to increase the cruise speed.

3. TRENDS IN THE. GLIDER DEVELOPMENT

The development of gliders is determined to a decisive degree
by the three factors-

aerodynamics
type of construction

and flight tactics.

This development is reflected clearly in the flight performances
achieved.

With the standard profile (e.g. profiles of Goettingen and
NACA fourth- and fifth series) and conventional construction (wood
with covering) lift drag ratios of E :::: 30 were obtained with 15 m
wing spread (standard class) and with 20 m wing spread (open class)
even values of E :::: 36. The area loadings of thono machines were
near m/S ~ 20 kg/m2~ whereby small minimum sinking speeds were
reached under simultaneously poor glide performances in high-speed
flight.

With the development of the laminar profiles, which exhibit low
drag in large ca-ranges p i.e. broad laminar low depressions,
a distinct performance increase was achieved.

6
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E = 41 for standard class g1j deT;':) alcd
E = 57 for gliders of the open cl,D.GU

are at present the peak values. For a successful utilization of
these profiles, however, high demands had to be made of the
dimensional accuracy and surface quality of the wings. By the use
of the material GFK (fiberglass reinforced plastic) in conjunction
with the negative construction mode the required dimensional
accuraQies could be achieved for low structural weights.

In this place let us mention· the fs 24 "Phoenix" of the L!±1
Academic Flying Group Stuttgart, the first GFK glider with laminar
profile, which was already flying in 1957 and could exhibit the
impressive lift drag ratio of E = 40; for a 16 m wing spread.

Since the laminar profiles exhllibit low drags especially for
high lift coefficients, it was possible together with the G·FK

construction mode to increase the aspect ratios and area loading,
which significantly improved the glider performances and nevorthe18sFi
made possible good ascension. Aspect ratios of ~ ~ 20 at 15 rr and
~ I\J 36 at 20 m wing spread for area loadings of "'/S '" 30 kq/!ll2

I\J

were able to prevail.

The SB 6 Rnd SB 7 of the Acadomic Flying Group Brunswick and
the BS 1 developed from the SB 6, which made their initial flight
in the years 1961/1962, are important milestones in the development
of the high-performance gliders.

By the use of so-called curved flaps (trailing edge flaps) the
profile drag was agdin reduced: The shifting of smaller, lower-drag
laminar depressions with the curved flap positioning made possible
an adaptation of the profile to the requirements in slow- and
high-speed flight. The effect of the curved flap on the drag polars
in comparison to rig.id profiles can be seen from figure 8. However,
the utilization of the curved flap profiles is limited to the open
and the FAI-15 m class because of the class regulations. Figure 9
shows the improvement of the flight performances res1uting from
thn :Lmprovod Florodynnmlco.

7



The forward step of decisive importance in this connection was

• made with the D 36 of the Academic Flying Group Darmstadt. With a
wing spread of barely 18 m flight perforfuances were achieved here

~ already in 1964, which could not be surpassed with production

machines until 19700 By means of increases in wing spread and

aspect ratio.additional performance increases could be achieved:
SB 9, minibus, ASW 17 and H 604, gliders with 20 ••• 22 m wing
spread, reached lift-drag ratios of approximately E ~ 50 and
minimum sinking speed of 0.5 mise

New dimensions were possible with the material CFK (carbon /48
~ fiber reinforced plastic): in 1972 the SB 10, a high-performance

twin-seater with 26/29 m wing spread and the aspect ratio of .1~J6,

not reached till then, rose into the air. With a lift-drag ratio
of 53 and pleasant flight properties the goal of this design was
achieved.

It was not until 1981 that these orders of magnitude were again
achieved with production machines. 24.5 In wing spread and aspect
ratios of barely 40 lead, together with the new profiles and the
CFK construction mode D to lift-drag ratios of 57 and minimum sinking
speeds of 0042 mis, "flooding" seems to be almost impossible with
such performances.

The use of water ballast, which started to prevail already
shortly after the introduction of the mass production of GFK
gliders, makes possible an adaptation to di.fferent weather conditionsr
During strong thermals high area loadings were used for flying,
Whereby the advantag~s in high-speed flight outweigh the disadvantages
in slow flight. During weak thermals the water is thrown overboard
or. not uRed at all, whpreby thp bnttor nrwNldinp: porformn.ncon

of the light-weight machine can be utilized.

o' Tho variation in area loading through water bnllast has been
cont:Lnuouflly promoted :Ln the glider devclopmE)Ylt. The reasons for
th.:i. r.1 n.ra I

R



improvement in the profiling (laminar depressions widened in

an upward direction)
reduction of the equipped weight (empty weight plus fixed weight)
through improved construction techniques (e.g. replacement
of GFK by CFK)

improvement in the flying tactics, through which the time
portion of circling in upwind is reduced (e.g. by utilizing
UpWihd sequences).

However, an adaptation to the weather is possible only once
and in one direction, i.e., if the water has been jettisoned because
of poor thermals, one must also continue the flight with the poorer
high-speed perform~nce if good thermals are again encountered.

This problem led to the demand for area loadings that could ~;

be changed during flight. As a possible solution for this we list
the variable geometry, i.eo area changes during flight with respect
to wing spread (telescoping wing) or with respect to chords (Fowler-,

area flap wing): During slow flight one flies with low, durirlg
high-speed flight with high area loading.

The decision, which concept should be preferred, the telescopic

wing or the area flap wing, proved to bo in favor of the wing flaps

as the result of comparative performance calculations: The
adaptation to the high speed- and slow speed flight only with the
aid of changes of wing areas and wing spread did not reach the
performances achieved by changes in curvntu:ve and wing area for
wing-flap wings.

In the last few years different g1:i,d(~rs were constructed with
variable geometries, such as -the fs 29 of th(~ Akaflieg Stuttgart,

the until now only glider with telescopic wings, and several gliders
"with wing flaps: Sigma, AN 66C, SB 11, DE:lfin I and II, MU 27,

00-2. Inspi te of the large constructional. Cl,ne] financial expenditures
most of the machines did not enjoy any su~ce8S. Only the SB 11

9



of the Akaflieg~Braunschweigwas able to achieve a spectacular
) success in the FAI-IS m class during the world championship in 1978.

which, however, could not be repeated in a similar manner. Together
with the required high structural expenditures this could probably
be the cause why a mass production of gliders with wing flaps has

not taken pl~ce till now.

Of interest is a comparison of the speed polars of different
gliders of one class. Here the FAI-IS m class offers itself ,since
equal wing spreads are prescribed, but otherwise no construction
limitations are imposed on the designer. In order to be able to
make comparisons, the gliders ASW 20, SB 11, and Ventus A. were
chosen. The ASW 20 represents in my opinion the highest performanc 0

rnclng claso glider of the older generation (1975) and tho Vontu8 A
that of the more recent generation (1980). For comparison we use ~)

the SB 11 which is not only the most successful glider with wing
flaps, but which also makes possible because of its design
interesting conclusions for the design of future gliders.

One can recognize in figure 10 that the SBIl,compared'td the
ASW 20 and Ventus A, possesses a distinctly lower minimum course and
higher minimum sinking speed. The Ventus, on the other hand,
possesses good glide performances for moderate speeds. The
explanation for these quite dIfferent polars lies, among others~

in the cross-country flight models on which the designs are based:'
Older designs (SB 11) start with the idea that altitude is gained
in upwind by circling and that the gliding flight between the upwinds
occurs on the average in quiescent air. In particular the SB 11
was designed for th~ idea to obtain flying advantages during
circling in upwinds of the "Horstmann type". However, except for
very narrow thermals these advantages are small in practice, or
for weak thermals a certain inferiority even prevails. Since this
was not to be expected in performance calculations - the greater
sinking CAn be compensated through narrower circles - interest:tnp;
aspects result from the experiences with the SB 11 for the design
engineer:

10



The cross-country flight model needs revlslng.
Neglecting the flight properties in favor of the flight

performances can lead to the fact that the theoretically
possible advantages cannot be obtained in flight.
Small performance-related inferiority in individual items
in favor of distinct superiority in other items can lead
altogether to substantial disadvantages.

Although modern cross-country flying tactics include as before
circling in upwind and subsequent gliding flight, the circling flight

portions become ever smaller I Naturally the gliding flight can be
extended substantially if flying takes place instead of in quiescent
air in on the aver~ge ascending air masses. The extended gliding flight
addi tionally offers the possibility' to utilize individually
encountered especially good upwinds~ whereby ascending time in

circling flight can still be reduced further. (E. G. Petep reports L5.l
about circling flight percentages from a time standpoint of only 20%
in some cross-country flights).

However~ flight in ascending air again means that one must fly
with lower speeds than in quiet airo From this it follows that
the velocity polars in the moderate speed range - from the best
gliding up to 150 •• 0160 km/h - should be especially good. If the
water ballast is taken alongf this range is shifted to correspondingly
higher speeds. This trend becomes pronounced during the comparison
of ASW 20 and Ventus Ao

Narrower circles necessarily include low circling flight speeds.
These lead to lower maneuverability which makes difficult optimum,
"cranking"o Therefore with decreasing circle radius, especially
if one is flying wi~h lift-drag ratios, a more unfavorable uplift

distribution prevailSI The narrower the circle, the greater is

the required local lift-drag ratio at the inner circle wing end.
This leads to

11



the well known effect of tumbling down, which reduces the
maneuverability by the fact that less aileron deflection is
available for stabilizing or shifting.
to the fact that the c is first reached at the circle-amax
interior wing end. However, since the remaining wing still
possesses c -reserves, this means that the CAM reached ina ~uax

straight-line flight is not attained. Since this effect
increases with increasing cA' this means that the method,
to draw conclusions from the straight-line flight polarp
to the circular-flight polars, always leads to "more wrong"
results with increasing cA and that finally the expectedmax
performance is always obta :i.ned loss and less.

4. EFFECT ON THE DESIGN

It was shown till now that by means of mathematical models
an optimization of the cruise spee'd is principally possible, but

that additional boundary conditions bring about a shift of the
optimum. In the following I would like to present starting poin+:s
for improvement; Whereby no claim is made for completeness.

Independently of weather models a general possibility for the L.5.:
improvement of the flight performances is the reduction of tho
drag for a given flight range and equipped weight (improvement of
an oxi f3ting glider) a Here one must consider on the one hand the
reduction of the profile drag and on the other hand the reduction
of fuselage-, empennage-, and interference drag.

With respect "io the reduction in profile drag MesSrG. Horstmann
and Quast will present detailed di scussions during the furthol'
ccmrrw or tho nymposium.

Various measurements on fuselage models [2], [)] alJ.ow one
to expect, through suitable shaping for consta.nt fuselage cross­
sectional area up to 25%, savings in fuselage dr~E compared to
conventional fuselages.

I,



At present an especially radical step for drag reduction is

~~ made by the Academic Flying Groups Since one can develop from the.
modern rigid profiles without significant loss in camax for equal
drag constant center of pressure profile, the concept of the tail­
less glider (all wing), no longer pursued for decades, was revised.
If pleasant. flight properties are possible for such a configuration,
the tail-less glider could represent a real alternative for the
at present standard-class gliders.

Performance increases are also possible by means of profiles
with wider laminar depressions, even then when these profiles produce
somewhat higher' drags. By means of increases in aspect'ratio one
can reduce induced and harmful empennage drags. Typical representatives
of this concept are the above-named gliders with wing flaps.

Becauso of. the higher lif.t-drag ratios one must pa.y particular
attention here to the circling flight properties since otherwise,
as mentioned~ the potentially appearing advantages cannot be
utilized for flight.

An additional possibility for performance increases is
represented by the wing spread- and aspect ratio increase ­
permitted only in the open class.

The limits of that which can be achieved are set not only for ~,

tho anno of tho w:i.do Inminnr dop:r'nnn:l.onn, but I),lso for :l.ncrotl.nan in
wing spread primarily by flight propertiesl In both cases ,there re­
sul"l;s' not only a loss in maneuverabili ty, but also the properties
in stationary circling flight become worse.

I should like to demonstrate with the aid of a few results of
the calculations carried out by me for the lift-drag ratio distribu­
tions in circling flight how the circling flight properties - and

thus In tho ond n.Ino tho flight porformn.neof:1 - can be improved.
Although these results present no signiflcant enlargement of the
knOWledge concerning the aerodynamics in circling ,flight, they

1.3



do give to the designer the possibility to achieve improvements
f through specific measures.

If the possible maximum lift-drag coefficient camax is constant
over the wing spread, this means that the wing - except at the
circle-inte;ior wing end - is far removed from camax : The cAmax
of the straight-line flight is not reached, the stalling properties
are unpleasant (smearing). By means of super-elliptical wing area
distribution in the outer wing and/or twisting or, in my opinion~

rather by suitable profiling, one must make sure that the inner

wing first reaches the camax ' which leads to better utilization
of the wing and thus to lower drag and better flight properties.

Additionally the shape of the lift increase in the outer wing
should possess no "danglers" .', In'this way tumbling movements
during wind squalls (torn thermals), which make more difficult
a coordination of glider movements with air mass movements, are
avoided.

High aileron differentiations have a favorable effect in
circling flights. However, degressive force gradients are possible
hereo For gliders with curved flaps one can achieve through loW
differentiation of the inner aileron (curved flap) not only a
nearly arbitrary force gradi.ent, but one can additionally achieve

lower k-factors (mor.e favorable lift distribution)
low or none whatsoever cA-losses, as they would otherwise
occur through curvature loss for high differentiations.

In conclusio~ I would like to show to you in this place the L:
compnri'Flon of n. r.pln.t:i vo un:favorable confip;uration and a favorable
one in my opinion (figure 11):
The "ideal configuration" is not only in a position to fly with

lownr prorl10-camax and thUD lownr drnr:, 'hut Also possesses frtD.l
more pleasant flight properties such as favorable stall properties
and "sense of thermals".

---------------------------~-----T------_



I hope to have presented to you with this lecture insight
-
f into the possibilities and difficulties of glider design and

thank you for your attention.
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Figure 8: Comparison of different profiles for gliders at Re=1.5 .106
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Figure 9: Comparison of the speed polars for different gliders
with 15m wing spread and typical area loadings
Ka 6CR~ standard class, wood construction mode
DG 100: standard class, GFK-construction mode
DG 200: FAr-15m-class, GFK construction mode
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Figure 10: Speed polars of Ventus A D-7072 m/S=35kg/m2

ASW 20 D=7476 m/S=33.6kg/m2 from comparison flights

4 SBll D-1177 m/S=36.9kg/m2 (FRout recalculated to
36.9k~/m2)
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Figure 11: Comparison of two wings in stationary 4So-circ1ing
flight (from [4J)

•
REP~OUCI8ILITY OF THE OAIGIHAL PAGE IS POOR I

'J')
(, (~,



I1II1 111111 ~~rlrlrll~llrll~r~i~11 ~Imm IIII11III1 :
3 1176 00518 7829
.. d ._~ _


